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DESCRIPTION

MATERIALPART NUMBER

5923
1 DEGREE  SURFACE FINISH 128 microinch RMS

SP65/21-AL-150-4-FLEX-5-6.5

A
REVISION
LEVEL

PROJECTION

ALL DIMENSIONS AND TOLERANCES APPLY TO FINISHED PART IN INCHES.

ALLOWABLE TOLERANCES UNLESS SPECIFIED OTHERWISE: NONE 0.5

X.X DECIMAL 0.1  X.XX DECIMAL 0.02  X.XXX DECIMAL 0.005

ANGLES 

NOTED

NOTES:
HE LEAK TEST @ 1 ATM. 1X10^-7 CC/SEC OR LESS.1.
ALCOHOL ONLY MAY BE USED TO LUBRICATE THE O-RING FOR 2.
VACUUM HELIUM LEAK TESTING.
ALL TESTS ARE PERFORMED AT ROOM TEMPERATURE.3.
ALL PARTS MUST PASS ALL TESTS.4.
COSMETIC SURFACE VOIDS NOT ON O-RING SEALING SURFACES 5.
ARE ACCEPTABLE BASED ON THE SEAL'S DIAMETER:                      
<= .5 [12.7] SEAL DIAMETER: .035 [.89] MAX ALLOWED VOID SIZE 
> .5 [12.7] SEAL DIAMETER: .060 [1.5] MAX ALLOWED VOID SIZE
REF-OPERATING TEMPERATURE RANGE -20 C TO 100 C.6.
DIMENSIONS ARE INCHES [millimeters].7.
THESE PARTS ARE CLEANED IN A DEGREASER SOLVENT VAPOR, 8.
THEN PACKAGED IN A LAMINAR FLOW HOOD PROVIDING AN 
ISO CLASS 5 (CLASS 100) ENVIRONMENT IN THE WORK AREA.
PAVE-SEAL CAN BE A BI-DIRECTIONAL HERMETIC SEAL FOR 9.
VACUUM AND MOST PRESSURES. FOR PRESSURES ABOVE 150 PSI 
(10 BAR), CHECK WITH SALES ENGINEERING.

ITEM QTY PART NUMBER DESCRIPTION

7 4 YARDLEY#440A5-8 THREADED INSERT SS 4-40 X .125 MIN

6 4 832A7-11-SS THREADED INSERT SS 8-32 X .188 MIN

5 4 632A6-10-SS THREADED INSERT SS 6-32 X .172 MIN

4 1 -040 VITON O-RING -040 VITON 75

3 4 5923FLEX FLEX CABLE POLYIMIDE

2 A/R PAVE-Seal 150 EPOXY BLACK

1 1 5935 HOUSING SP65/21-AL 6061-T6

INCLUDING MENISCUS
ON FLEXES THIS SIDE

VACUUM       ATMOSPHERE

SEE NOTE 2

FACE THE SAME DIRECTION3

4 TOP SIDE OF FLEXES WITH 

CONTACT PADS & SILKSCREEN 

.06 [1.5] MAXIMUM
OVER/UNDERFILL, NOT

3
2

100.86±0.25
 3.971±.010  

 5.028±.010 
127.71±0.25

 2.916±.010
74.07±0.25

 TYP.655±.010

 

16.64±0.25

 .050±.004 
1.27±0.10

 1.857±.010 
47.17±0.25

 
12.70
.500  

6

7

2

2X 
21.59
.850

 3.76
95.5

1.500
38.10

2X 

 

 1.035±.020
26.29±0.51

3.435
87.25

2X 

.710
18.03

2X 

 

3X 
2.54±0.25
.100±.010

.22 [5.6] MIN)

5

1
(4X 6-32 UNC

2

2X 
73.66
2.900

 1.340 
34.04

 4.060 
103.12

2X .850
21.59

4X 
8.13

R.320

#4-40 AND #8-32 SCREWS

APPROPRIATE LENGTH  

SECURE PART WITH 

SP65/21 INSTALLATION PORT

2X FULL R

32

4X 

4.31

.170  .610
15.49

 3.360
85.34

1.500
38.10

2X 

3.435
87.25

 

 

2X 

4X 

2.95

.116


